PIPE ANCHORED TO WALL WITH RETAINER
GLAND OR WALL SLEEVE. METER SPREAD 3"—46”, 4"—56”

FLANGED JOINT PIPE FROM FACE TO FACE OF FLANGES.

RESILIENT WEDGE
Aﬂimm GATE VALVE BYPASS PIPING TO BE SAME

SIZE AS METER INLET VALVE.
! £ !
_ _ —0.5.&Y,
< / GATE VALVE
NI RESILIENT WEDGE s
~ ° . 2
8 [ —1 10O (@uiilla 3 0|2
|\ %o =
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WALL WITH
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AT 12” O.C. CLEARANCE 18” OR WALL SLEEVE
MAX., 36" MAX.
11’=0" OFF FLOOR OF PIT.
MINIMUM
NOTES:
A. DIMENSIONS SHOWN ARE INSIDE MEASUREMENTS OF PIT.
B. ALL PIPE SHALL BE CL53 DUCTILE WITH FLANGED ENDS.
(COPPER & BRASS MAY BE ACCEPTABLE. SUBMIT FOR APPROVAL)
C. ALL VALVES SHALL BE FLANGED END, HANDWHEEL OPERATED, AND OS&Y GATE VALVES,
RESILIENT WEDGE.
D. PIT SHALL HAVE AN INSIDE HEIGHT OF 6’ MINIMUM, FROM TOP OF GRAVEL.
E. WALLS TO BE FORMED CONCRETE.
F. PIT TO BE DESIGNED BY REGISTERED ENGINEER OR ARCHITECT AND APPROVED BY THE
VILLAGE.
G. 12" MINIMUM 3/4” WASHED GRAVEL IN BOTTOM OF PIT OR CONCRETE SLAB WITH SUMP
HOLE.
H. PIPING AND METER SHALL BE SUPPORTED
I ALTERNATE DESIGNS MAY BE SUBMITTED FOR APPROVAL. SUBMIT COMBINATION PIT
INSTALLATIONS FOR APPROVAL CLEARANCES.
VILLAGE OF REVISIONS: DATE
v v APPROVED:
ADA 3" AND 4" METER PIT INSTALLATIONS AUG. 1699
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